PLUG PROTECTION TILT PROBES
(FROM LOADING SPOUT)

COUNTERWEIGHTED
AIR RELIEF DAMPER
MOUNTED IN EACH DOOR. \

(C) COUNTERWEIGHTED
PRODUCT RELIEF DOORS
WITH NEOPRENE SEALS. —~—/

LEXAN PLASTIC WINDOW
MOUNTED IN EACH DOOR

WITH NEOPRENE SEAL
(EXCEPT DF32 MODELS). —— <]

SUPPRESSOR ASSEMBLY —_ |

2—-PIECE REMOVABLE
BUMPER (STANDARD).

0.38 DOUBLE LAYERED
RUBBER BELTED SKIRT
(FROM LOADING SPOUT).

AUTO—RAISE AND AUTO-LOWER
TILT PROBES (FROM LOADING SPOUT).

DCL OPEN VEHICLE
LOADING SPOUT
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MODEL A B c D ALUM WGT| STL WGT
DF32 32.00 36.00 2 67.62 | 692 LB* | 972 LB*
DF38 38.00 48.00 2 73.62 1117 LB*[1510 LB*
DF44 44.00 60.00 3 79.62 1582 LB*|2115 LB*
DF58 58.00 60.00 3 93.50 2270 LB*|3047 LB*
DF66 66.00 60.00 3 100.50 |2672 LB*[3550 LB*
DF88 88.00 60.00 4 123.50 14925 LB*[6425 LB*

GENERAL NOTES:

STANDARD CONSTRUCTION IS MILD STEEL.
304 OR 316 STAINLESS STEEL IS OPTIONAL.
6061 ALUMINUM HOUSING AND DOORS ARE OPTIONAL.

STANDARD BUMPER CONSTRUCTION IS MILD STEEL.
304 OR 316 STAINLESS STEEL OR 6061 ALUMINUM
CONSTRUCTION IS OPTIONAL.

SUPPRESSOR CONSTRUCTION IS ABRASION RESISTANT
STEEL. 304 OR 316 STAINLESS STEEL IS OPTIONAL.

ALL INDUSTRIAL VOLTAGES ARE AVAILABLE FOR ELECTRICAL
COMPONENTS.

PREWIRING OF ELECTRICAL COMPONENTS TO JUNCTION BOX
OPTIONAL.

ELECTRICAL ENCLOSURES NEMA 4 STANDARD.
7, AND 9 OPTIONAL.

NEMA 4X,

METAL SURFACES ARE POWER TOOL CLEANED:
(1) COAT EPOXY MASTIC PRIMER, (1) COAT HEAVY
DUTY EPOXY.

SPECIFICATIONS AND/OR DIMENSIONAL DATA ARE SUBJECT
TO CHANGE. CONSULT DCL FOR CERTIFIED DRAWINGS.

*ESTIMATED WEIGHTS DO NOT INCLUDE OPTIONAL
EQUIPMENT.
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