MODEL TRAVEL | RETR EXTD | URE HP | STL HP |URE WGT|STL WGT
| 48.00 CABLE REEL ov3sHD—10| 120.00 | 87.00 | 207.00 [1.5 HP/B|1.5 HP/B| C/F c/F
CONSULT " (OPTIONAL) OV38HD—15| 180.00 | 96.00 | 276.00 [1.5 HP/B| 2 HP/B | C/F C/F
| FACTORY[ 0V38HD—20! 240.00 | 105.00 | 345.00 | 2 HP/B | 3 HP/B | C/F C/F
(3) 0.44 DIA HOLES OV38HD—25| 300.00 | 114.00 | 414.00 | 2 HP/B | 3 HP/B C/F C/F
(TYP 4 PLCS) QV38HD—30| 360.00 [ 122.00 | 482.00 | 3 HP/B | 5 HP/B c/F c/F
(3) 0.88 DIA p
HOLES (TYP_ ||
+ pos) \| GENERAL NOTES:
| : ] }
18.00 SQ (4) SP @ 5.00 LOADING CAPACITY: 480 CFM
CONSULT T INLET  =20.00 sq  °8-50 AVERAGE AIR WITHDRAWAL: 3000 CFM
FACTORY M i ; LIFTING SPEED: 6 FPM THRU 36 FPM
+
7.25_| ALL INDUSTRIAL VOLTAGES ARE AVAILABLE FOR ELECTRICAL
TYP ] COMPONENTS.
‘7}'33 PREWIRING OF ELECTRICAL COMPONENTS TO SPOUT FRAME
&8 300 \ JUNCTION BOX OPTIONAL.
TYP T 16) 0.56 DIA HOLES
(16) ELECTRICAL ENCLOSURES NEMA 4 STANDARD. NEMA 4X,
PRE—WIRE 19.50 7, AND 9 OPTIONAL.
ENCLOSURE e
(OPTIONAL) COLLAPSIBLE FABRIC SLEEVE CAN BE CONSTRUCTED OF
45.00 24.00 —| HYPALON/NYLON, GRAPHITE FIBER GLASS OR A NUMBER OF
- : OTHER FABRICS. SLEEVES COME STANDARD WITH ALUMINUM
&2&' TSLSW%SAEIS'gEMBUEs - 26.00 —| 15 044 OUTER AND INNER RINGS STANDARD.
_.| CONSULT | (1) PER SIDE 2.00 DIA” HOLES METAL SURFACES ARE POWER TOOL CLEANED:
FACTORY . | Tvp —|[—22.00 = (1) COAT EPOXY MASTIC PRIMER, (1) COAT HEAVY
T DUTY EPOXY
| = N %4_ \ 1| 9.00 l F T T+ T % !
CONSULT Y Hal TN — 4.00 o 6.00 | 10.00 LOADING CAPACITY LISTED IS APPROXIMATE AND BASED ON
FACTORY + | | 400 |l oaaall— AVERAGE FLOWING PRODUCTS. CONSULT DCL FOR ACTUAL
| ! I J ] REQUIREMENTS.
| |
: 12.00 — — 2T'$I§’ AIR WITHDRAWAL REQUIREMENTS ARE AVERAGE. CONSULT
! —— (6) SP @ DCL FOR FINAL RECOMMENDATIONS.
I 4.00=24.00
FULL UP & SPECIFICATIONS AND/OR DIMENSIONAL DATA ARE SUBJECT
! ULTIMATE UP VIEW A TO CHANGE. CONSULT DCL FOR CERTIFIED DRAWINGS.
COLLAPSIBLE FABRIC I LIMIT: SWITCHES DUST OUTLET CONE CONSTRUCTION NOTES: CONTAINED INNER DESIGN
SLEEVE GUIDED BY (3) ! STANDARD WITH 0.13 AR STEEL, AND 0.13 304 OR 316
LIFTING CABLES EJ_JI RETRACTED STAINLESS STEEL. OTHER MATERIALS AVAILABLE TO SUIT
: APPLICATION.
(1) PLUG PROTECTION I —
TILT PROBE (STANDARD) @'@hg" LA OPTIONS:
B |1 DEADFALL (SEE DRAWING# DF—10001)
(3) AUTO-RAISE ) H—STYLE DEADFALL (SEE DRAWING# DF—10002)
TILT PROBES (STANDARD) ~ 7 EXTENDED ROTARY LIMIT SWITCH, CABLE REEL, PRE-WRE
q 48.00
(3) AUTO—LOWER ~ AL C/F = CONSULT FACTORY
TILT PROBES (OPTIONAL) \V
ADDS 24.00 TO
RETRACTED HEIGHT |
|
T
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