~ | 5 MODEL TRAVEL | RETR | EXTD |DRIVE HP] A B C D E_ [EST WGT
PRE-WIRE Eg%%SNUA% (B) 1S28—08 | 96.00 | 186.00 | 282.00 [1.5 HP/B| 62.88 | 72.00 | 30.00 | 31.50 | 38.75 c/F
(3) 0.88 DIA CABLE REEL 3) 0.88 TS28-16 | 192.00 | 190.00 | 382.00 | 3 HP/B | 62.88 | 72.00 | 30.00 | 31.50 | 38.75 C/F
HOLES (TYP _| CONSULT| ((_)P“ONA'-) 52 HOLES 1S28—24 | 288.00 | 194.00 | 482.00 | 5 HP/B | 62.88 | 72.00 | 30.00 | 31.50 | 38.75 Cc/F
4 PLCS) FACTORY (TvP 4 PLcs) |1528=32 | 384.00 | 198.00 | 582.00 |7.5 HP/B| 62.88 | 72.00 | 30.00 | 3150 | 3875 | c/F
= TS28-40 | 480.00 | 202.00 | 682.00 [10 HP/B| 62.88 | 72.00 | 30.00 | 31.50 | 38.75 Cc/F
A FEE L + 4 e —— TS28-48 | 576.00 | 206.00 | 782.00 |10 HP/B| 62.88 | 72.00 | 30.00 | 31.50 | 38.75 C/F
— ] TS28-56 | 672.00 | 210.00 | 882.00 |15 HP/B| 69.88 | 79.00 | 33.50 | 35.00 | 45.75 C/F
== T B — TS28-64 | 768.00 | 214.00 | 982.00 |15 HP/B| 69.88 | 79.00 | 33.50 | 35.00 | 45.75 c/F
+ +  t 5 (©) TS28-72 | 864.00 | 218.00 |1082.00 [20 HP/B| 69.88 | 79.00 | 33.50 | 35.00 | 45.75 Cc/F
x x TS28-80 | 960.00 | 222.00 | 1182.00 [20 HP/B| 69.88 | 79.00 | 33.50 | 35.00 | 45.75 C/F
[1] / % X 1S28-88 | 1056.00 | 226.00 | 1282.00 [20 HP/B| 69.88 | 79.00 | 33.50 | 35.00 | 45.75 C/F
® JEEE fed + 1 (a) [1s28-96 [ 1152.00 [ 230.00 [1382.00 [20 HP/B[ 69.88 | 79.00 [ 3350 | 3500 [ 4575 c/F
CONSULT 1l L] Iy
FACTORY \ £ GENERAL NOTES:
N N Y% q (©) LOADING CAPACITY: 1500 CFM
{1 LIFTING SPEED: 16 FPM AVERAGE
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